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amounts and estimates of the numbers
and weight of aquatic animals.

(2) Keep records of the net changes,
inspections and repairs.

(h) Training. The permittee must:

(1) In order to ensure the proper
clean-up and disposal of spilled mate-
rial adequately train all relevant facil-
ity personnel in spill prevention and
how to respond in the event of a spill.

(2) Train staff on the proper oper-
ation and cleaning of production sys-
tems including training in feeding pro-
cedures and proper use of equipment.

§451.22 Effluent limitations attainable
by the application of the best avail-
able technology economically
achievable (BAT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the application of
BAT: The limitations are the same as
the limitations specified in §451.21.

§451.23 Effluent limitations attainable
by the application of the best con-
ventional technology (BCT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the application of
BCT: The limitations are the same as
the limitations specified in §451.21.

§451.24 New source
standards (NSPS).
Any point source subject to this sub-
part that is a new source must meet
the following requirements: The stand-
ard is the same as the limitations spec-
ified in §451.21.
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454.10 Applicability; description of the man-
ufacture of char and charcoal briquets
subcategory.

454.11 Specialized definitions.
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representing the degree of effluent reduc-
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tion attainable by the application of the
best practicable control technology cur-
rently available.

Subpart B—Gum Rosin and Turpentine
Subcategory

454.20 Applicability; description of the man-
ufacture of gum rosin and turpentine
subcategory.

454.21 Specialized definitions.

454.22 Effluent limitations and guidelines
representing the degree of effluent reduc-
tion attainable by the application of the
best practicable control technology cur-
rently available.

Subpart C—Wood Rosin, Turpentine and
Pine Oil Subcategory

454.30 Applicability; description of the man-
ufacture of wood rosin, turpentine and
pine o0il subcategory.

454.31 Specialized definitions.

454.32 Effluent limitations and guidelines
representing the degree of effluent reduc-
tion attainable by the application of the
best practicable control technology cur-
rently available.

Subpart D—Tall Oil Rosin, Pitch and Fatty
Acids Subcategory

454.40 Applicability; description of the man-
ufacture of tall oil rosin, pitch and fatty
acids subcategory.

454.41 Specialized definitions.

454.42 Effluent limitations and guidelines
representing the degree of effluent reduc-
tion attainable by the application of the
best practicable control technology cur-
rently available.

Subpart E—Essential Oils Subcategory

454.50 Applicability; description of the es-
sential oils subcategory.

454.51 Specialized definitions.

454.52 Effluent limitations and guidelines
representing the degree of effluent reduc-
tion attainable by the application of the
best practicable control technology cur-
rently available.

Subpart F—Rosin-Based Derivatives
Subcategory

454.60 Applicability; description of manu-
facture of rosin-based derivatives sub-
category.

454.61 Specialized definitions.

454.62 Effluent limitations and guidelines
representing the degree of effluent reduc-
tion attainable by the application of the
best practicable control technology cur-
rently available.
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